(] =1 5] 90° Hybrid Module Specification Ver. 1.0 NEON Photonics

PLC 90° Hybrid Module Specification

NEON Photonics



(] 1[5 90° Hybrid Module Specification Ver. 1.0

Version

Date

Originator

Change Description

NEON Photonics

Comment

1.0

21.03.19.

D. H. Lim

Release




(] =1 5] 90° Hybrid Module Specification Ver. 1.0 NEON Photonics

1. Optical Specification

Parameter Unit Specification
Wavelength nm 1550
Max. Insertion Loss at 25°C dB <8.5
IL Uniformity at 25°C dB <1
Phase Difference deg 90+5
Return Loss dB > 40
Operating Temperature °C -40 ~ 85

<Table 1: Optical specification of Hybrid Module>
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2. Module information

2.1. Hybrid module

* Width x Height x Length : 4 x 4 x 40 (mm)

4 Channel Ribbon fiber x2 4 Channel Ribbon fiber x2

Serial Number

Input Output

Ribbon 2 Ribbon 1 (&%Th)

Ribbon 1(45H) ) Ribbon 2

. 2 Brown (
f:i:?l;) : 4 Green : >g<.:01 Orange
7 6 Orange 7 >.<’o‘ Green

_J8 Brown

8 Blue

Fig.1. Hybrid module information

2.2. Real image
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Fig.2. Hybrid module
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